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analytes from before and after the treatment processes such as the
biological treatment process, filtration, chlorination, etc.

Percent removal for the first step in the wastewater treatment plant
process is calculated as the decrease in concentration, expressed as
percent, from the primary effluent to the secondary effluent, which
in all plants involved treatment using a biological treatment process
(i.e., the removals that occurred between sample 1 and 2). (See
Equation 1 above.) With the exception of Plant C, filtration is the sec-
ond step in the treatment process; the percent removal for the sec-
ond step is calculated by comparing the concentration after the sec-
ond step in the wastewater treatment process to the concentration
after the first step in the process, and expressing the result as a per-
cent decrease. This approach is carried through for all successive
steps in the wastewater process.

In the case of the pilot plant studies, the only process samples
collected were from before and after the biological activated sludge
process, thus the only calculations performed were in reference to
the removal through the activated sludge treatment process. Percent
removals were calculated as the percent difference between influent
and effluent concentrations; negative removal percentages thus
indicate higher effluent concentrations than influent concentrations.

Sample Processing and Analytical Methods
Samples were collected using standard US Geological Survey

(USGS) trace-organic protocols (Shelton, 1995). Most grab samples
were collected using Teflon-lined bottles, and bottles were rinsed
three times with native-water before the sample was collected. WWTP
influent samples were collected using 1 liter baked glass amber
bottles, which were not rinsed before sample collection. Composite
samples were collected using autosamplers using glass bottles cleaned
according to USGS trace-organic protocols. With the exception of a
short section of pump head tubing (less than 0.3 m) and a short
section of distributor arm tubing (less than 0.3 m length), all the
tubing was Teflon-lined. All the equipment used to collect and
process samples was cleaned according to USGS trace-organic
protocols (Wilde et al., 1999, 2004 and 2004). The non-Teflon lined
tubing was cleaned before use, with the final cleaning step including
rinsing with organic-free water.

Samples were filtered using glass-fiber filters (0.7 um pore
diameter) using ceramic-head pumps, stainless steel filter units, and
Teflon-lined tubing. Samples were kept chilled (to 4° C or less)
between collection and filtration. Once filtered, samples were
shipped overnight to the USGS National Water Quality Laboratory in
Denver, Colorado for extraction and analysis.

Samples were analyzed using a GCMS (gas chromatography/mass
spectrometry) method, which included analysis of 63 ECs (as
described by Zaugg et al., 2001). This method includes extraction of
filtered samples using disposable, polypropylene solid phase
cartridges, and compound concentrations were determined by
capillary-column gas chromatography/mass spectrometry.

For the purposes of this report, only results from seven compounds
(para-nonylphenol, triclosan, caffeine, HHCB, cholesterol, TBEP and

DEET) are discussed; these compounds were among the most
frequently detected compounds in a study of streams across the
United States study (Kolpin et al., 2002).

A number of detections discussed in this report for the GCMS
method include concentrations reported below the reporting levels.
Because the GCMS method identifies compounds by mass spectrom-
etry, results are not censored at the minimum reporting levels (Zaugg
et al., 2001); calibration standards for the GCMS method points are
included at concentrations well below the minimum reporting
level (usually 0.08 µg/L; Zaugg et al., 2001) in order to accurately
quantify concentrations below the method reporting level. Replicate
data collected as part of this study (discussed in subsequent sections)
indicated good reproducibility (within 8 percent) for data reported
below the minimum reporting level, and indicated the method was
able to consistently provide results below the minimum reporting
level for a variety of compounds.

Statistical Methods
Non-parametric statistical comparisons are used in this study. Non-

parametric comparisons are especially appropriate for non-normally
distributed data as well as data that are censored (Helsel and Hirsch,
1992). Kruskal-Wallis and Tukey tests are used to compare differing
concentrations, percent differences among different types of repli-
cates, or percent removals. A p-value of 0.05 is used to determine
statistical differences.

Quality Assurance Samples
Field quality assurance samples included blanks and sample repli-

cates. Because many of the compounds included in the GCMS
method are commonly used, at least one blank sample was collected
for each week of sampling. Laboratory grade organic-free water was
used to prepare blanks, and these blanks were processed in an
identical fashion to the environmental samples. Blank samples
included equipment blanks, field blanks, and source water blanks.
Autosamplers were also sampled for blanks by running blank water
through tubing or by analyzing blank water poured into glass sample
jars from the automatic samplers.

Blanks
Concentrations in environmental samples were compared with 27

blanks that were collected as part of the study; 23 compounds were
detected in one or more blanks, and with few exceptions, blank
concentrations were less than 0.1 µg/L. Over half (13) of the 23
compounds were only detected in one blank. Three compounds
(phenol, triphenyl phosphate, and DEET) were detected in more
than seven blanks. Six compounds (caffeine, benzophenone, HHCB,
methyl salicylate, and para-cresol) were detected in between three
and six blanks; with the exception of para-cresol, (which was detected
in one blank at 0.23 µg/L), these six compounds were never
detected at a concentration above 0.09 µg/L. Environmental con-
centrations within four times the concentrations reported in corre-
sponding field blanks were censored to less than the reporting level.

Concentration of EC Before
Treatment Process

Concentration of EC Before
Treatment Process—

( )Concentration of EC
Before Treatment Process

x 100 = Percent (%) Removal

Equation 1 – Calculation of Percent Removal in Wastewater Treatment Processes
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Replicates
Differences in individually paired replicate samples will be

evaluated by the relative percent difference method (RPD). RPD is
defined as:

[ RDP = [(C1-C2) x 100]/[(C1+C2)/2] ]
Equation 2 – Calculating Differences in Replicate Samples

C1 equals the larger of the two concentrations, and C2 equals the
smaller of the two concentrations.

A total of 18 replicate samples suitable for comparison of EC vari-
ability were collected as part of this study. These 18 replicate samples
yielded 286 instances where at least one concentration was reported
in either the environmental sample or the replicate; 255 of these
comparisons had a reported concentration in both the environmen-
tal sample and in the replicate sample, leaving 31 instances where a
reported concentration was matched with a non-detect (referred to
as unmatched comparisons), or a rate of 11 percent unmatched
comparisons. For the 255 comparisons, median difference was
7.14 percent, with 80 percent of the replicate pairs having a differ-
ence of 20 percent or less. Analysis of replicate data indicated that
RPDs for some compounds with low or inconsistent recoveries
exceeded 10 percent and that RPDs for sterol and stanols (including
cholesterol) were as much as 40 percent. These data indicate that
data reported below the method reporting levels have similar
precision to data reported above the reporting levels.

Results and Discussion
Although the overall research included data for over 60 com-

pounds, this paper will focus on seven of those compounds which will

give an overall indication of the fate and transport of these
compounds through wastewater treatment plants. Seven of the 63
compounds analyzed by the method (Table 3) described in Zaugg et
al. (2001) are discussed in this paper in detail: HHCB, caffeine,
cholesterol, DEET, para-nonylphenol, TBEP, and triclosan – which
are representative of the range of EC concentrations observed at the
WWTPs. Each of these seven compounds is also a member of a
different general use category (Table 3). Overall, each of these
compounds was detected in over 95 percent of the influent samples
collected at each plant.

Table 3: List of selected analytes, including reporting level (RL), compound use or
category, and CAS number

Concentration of ECs in WWTP EC Influent and Effluent Flows
In general, it appears that the concentrations of organic

compounds in WWTP effluents and receiving streams vary in

RL Compound Use/ CAS
Compound (µg/L) Category Number

HHCB1 0.5 Fragrance 21145-77-7
Caffeine 0.5 Non-prescription drug 58-08-2
Cholesterol 2.0 Sterol/Stanol 57-88-5
DEET2 0.5 Insect Repellent 134-62-3
para-Nonylphenol 5.0 Detergent Degradant 84852-15-3
TBEP3 0.5 Flame Retardant 78-51-3
Triclosan 1.0 Disinfectant 3380-34-5

1HHCB = Galaxolide
2DEET = N, N-diethyl-meta-toluamide
3TBEP = Tri (2-butoxyethyl) phosphate)
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response to the technology and operation of the WWTP, and
chemical characteristics of raw sewage influents.

The trends in influent and effluent EC concentrations for the
samples collected from Plants A-C differ for most compounds. This
indicates that the effluent concentrations are not simply reflective of
the source concentration (i.e., the influent concentration) but that
the type and mode of operation of wastewater treatment process has
an impact on the removal of the ECs.

As a general observation, effluent concentrations from Plant D
were consistently higher than those observed at the other plants.

Four of the seven compounds discussed in this paper had median
influent concentrations, greater than 10 µg/L, at Plants A-D: caf-
feine, cholesterol, para-nonylphenol, and TBEP. With the exception
of cholesterol (which was not included in the Plant F
sampling) and para-nonylphenol (8 µg/L), concentrations for these
four compounds also exceeded 10 µg /L at Plant F. The other three
compounds (DEET, triclosan, and HHCB) had median influent
concentrations of between 1 and 4 µg/L for samples collected at
Plants A-D, and for the influent sample collected at Plant F. Despite
the fact that Plants A-D were located in smaller more rural townships
and Plant F is located in a major metropolitan area (New York City)
the influent concentration in all seven indicator EC compounds were
very similar.

Three compounds (cholesterol, DEET, and triclosan) had no
significant difference in influent concentrations among the samples
collected from Plants A-D, but had significantly higher
concentrations for effluent samples collected from Plant D (the trick-
ling filter plant) for two of these compounds. Median effluent
concentrations for these plants ranged from 0.2 µg /L or less for
samples collected from Plants A-C, and between 1 and 2 µg /L for
samples collected from Plant D (Table 4). The median
concentration for effluent samples collected from Plant D was signif-
icantly higher than the medians for samples collected from Plants
A-C for both cholesterol and triclosan. This finding indicates that, in
general, the plants operating with activated sludge processes were
consistently capable of effecting greater EC removals than the plant
operating with the trickling filter process.

Plant C had particularly high influent concentrations para-non-
lyphenol (detergent degradate) and TBEP (flame retardant). This
plant received primarily domestic wastewater but also had both a
notable flow contribution from a nearby hospital. Median influent
concentrations for these two ECs for samples collected from Plant C
exceeded 50 µg/L, whereas, median influent concentrations for the

samples collected from Plants A, B and D were between 2 to 20 µg /L.
By contrast, median effluent concentrations for samples collected
from Plant D were significantly higher than those from Plants A-C
(Table 4) for these two compounds, with median concentrations
above 10 µg/L at Plant D effluent, but less than 1.5 µg /L for efflu-
ent samples collected from the other three plants. The interesting
observation here is that, unlike Plant D (trickling filter plant), Plant
C (activated sludge plant) was able to achieve significant removals
(approximately equal to 98 and 100 percent, respectively) of these
compounds through the treatment processes, Table 4). Plant D
(trickling filter) was unable to achieve more than 10
percent reduction of these compounds.

Median influent concentrations for HHCB and caffeine were
higher for samples collected from Plant A than all other plants, and
concentrations for these compounds for influent samples collected at
Plant B were lower than at any other plant (Table 3a). However, as
with many other compounds, the median effluent
concentration of caffeine from Plant D was significantly higher
(greater than 10 µg /L) than the median for concentrations
observed at Plants A-C (0.1 µg /L) (Table 4). By contrast, effluent
HHCB concentrations for samples collected from Plants A-D largely
mirrored the pattern of influent samples. Effluent HHCB concentra-
tions for Plants A, C, and D did not differ significantly, with medians
at all plants between 1.8 and 2.2, whereas the median for effluent
samples collected at Plant B was significantly less than the other
plants (0.49). Final effluent concentrations for HHCB reported by
Simonich and others (2000) for activated sludge and trickling filter
plants in the United States ranged from 1.2 to 1.6 µg /L for HHCB,
which is similar to the effluent range for Plants A-D, Plant F and the
pilot plants.

In general, influent concentrations at Plant F, and the effluent con-
centrations at Plant F and the four Pilot plants were similar to those
measured at Plants A-D (Tables 3a and 4). With the exception of caf-
feine, the influent concentration for Plant F was between the low and
high median influent concentrations for Plants A-D for the six com-
pounds with available data (HHCB, caffeine, DEET, para-nonylphe-
nol, triclosan, and TBEP). Concentrations for samples collected from
pilot 1, 2, 3 and 4 were intermediate between the median effluent
concentrations for samples collected from Plants
A-D (Table 4). Effluent concentrations for Plants F were also within
the range of median concentrations for effluent samples from Plants
A-D, except for triclosan and TBEP, which were higher in
effluent from the pilots than the medians of samples collected at
Plants A-D. For all six of these compounds, effluent concentrations at
Plant F were higher than any of the pilot concentrations, and
concentrations collected at Pilot 2 were less than those collected at
any of the other pilots. It should be noted that Plant F and the pilots
all received the same influent wastewater but that Pilot 2 operated at
a high SRT than both Plant F and the other pilots. This may have
contributed to its ability to reduce the EC concentrations.

Reduction of EC Concentrations
Comparison of influent versus effluent concentrations showed that

although EC reductions vary, the greatest reductions were observed
at plants that operate the activated sludge process (AS) for biological
treatment (Figures 4 and 5, Table 5). These patterns also indicate that
in some cases, effluent concentrations alone are insufficient to indi-
cate percent reductions in organic compounds during the wastewater
treatment process.

Over half of the frequently detected ECs were reduced by 95

Table 3a: Influent concentrations for seven selected emerging contaminants (ECs).
Median concentration for influent samples collected from Plants A-D and influent
concentrations for the August 2004 sample at Plant F

Compound Plant
Plant F +

A B C D Pilot 1 & 2

Concentrations in micrograms per liter (µg /L)

HHCB1 3.95 1.2 3 2.35 1.3
Caffeine 135 43 73 43 19
Cholesterol 10.35 19.5 21 9.5 Na
DEET2 0.48 1.26 1.6 1.8 1.6
para-Nonylphenol 14.5 4.65 62 18 8
Triclosan 2.65 2.45 2.3 1.85 1.2
TBEP3 14.5 2.55 160 13 32

1HHCB = Galaxolide
2DEET = N,N-diethyl-meta-toluamide
3TBEP = Tri(2-butoxyethyl)phosphate)
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percent or more in samples collected at Plants A-C, which operate the
activated sludge process (Figure 4). Less than 10 percent of the ECs
were reduced by 95 percent or more at Plant D, which uses a trickling
filter treatment process.

Median reduction percentages were significantly lower for samples
from Plant D (the plant which operates the trickling filter process)
than at for Plants A-C, which operate activated sludge processes,

(Figure 5). For the seven compounds consid-
ered in this report, the percentage reduc-
tion was consistently greatest and most
significant for cholesterol. Cholesterol
reductions at Plants A-C were consistently in
the order of 100 percent while the reduction
at Plant D was 70 percent (Figure 5, Table 5).
Of all seven compounds discussed in this
paper, cholesterol was the only one with a
median reduction of greater than 50
percent at Plant D.

Three compounds (DEET, caffeine, and
TBEP) had median reductions of greater
than 95 percent for samples collected from
Plants A-C, but median reductions of less
than 40 percent for samples collected from
Plant D (Figure 5, Table 5). Although median
reductions were higher than 95 percent at
Plants A-C, some samples had considerable
variability in reduction percentages for
DEET and TBEP. Overall reductions for caf-
feine for Plants A-C did not vary much, with
few reductions less than 99 percent; these
reductions are similar to those found in sam-
ples collected from a Swiss activated sludge
WWTP with a sludge age of greater than 5
days (Buerge et al., 2003). The large vari-
ability in the percent reductions TBEP for

samples collected from Plant B, result in reductions for samples col-
lected at this Plant being significantly less than those
collected at Plants A and B. Similarly, samples from Plants A and B
have a large variability in the percent reductions for DEET, which
result in the percent reductions for samples from these plants being
not significantly different from those from Plant D.

Not all ECs are reduced by the same amount at all activated sludge
plants. Median reductions for para-nonylphenol exceeded 98 percent
for samples collected from Plant A and Plant C (Table 5); by contrast,
median reduction in concentration for samples from Plant B were
only 74 percent, indicating that this compound is not reduced with
the same efficiency at all activated sludge treatment plants. The
reason for this difference is not clear, although Plant B, unlike the
other activated sludge plants, receives a large amount of sewage from
a large dairy processing facility and as a result has a higher than
average influent organic load relative to the other wastewater treat-
ment facilities. Furthermore, it operates a high rate activated sludge
process. Although para-nonylphenol percent reductions are lower
for samples collected from plant B than for the other two activated
sludge plants, median effluent concentrations did not differ
significantly among Plants A, B, and C, demonstrating effluent
concentrations alone are not always indicators of a plant’s ability to
reduce concentrations of organic compounds. Little to no reduction
of para-nonylphenol occurred during the wastewater treatment
process at Plant D.

The median percent reduction at Plants A-C for triclosan were
all greater than 90 percent and were consistent with reductions
reported for activated sludge plants in Switzerland (Singer et al.,
2002), which were reported at 94 percent. Concentrations for the
effluent at these four plants were also similar to those reported in
Switzerland, as both generally ranged between .04 and .21 µg/L
(Singer et al., 2002).

Table 4: Median effluent concentrations for selected emerging contaminants for samples collected from
Plants A-D, Plant F and Pilots 1 and 2. Concentrations are in micrograms per liter (µg/L)

Compound Plant Pilot
A B C D F Pilot 1 Pilot 2

HHCB1 2.15 0.495 1.8 1.8 2.2 2.1 1.8
Caffeine 0.061 0.023 0.11 23 7.2 0.35 0
Cholesterol 0 0 0.88 1.7 Na na na
DEET2 0.096 0.043 0 1.5 1.3 0.38 0.36
para-Nonylphenol 1.2 1.1 1.15 19 2.8 2.5 1.5
Triclosan 0.13 0.14 0.12 1.0 1.7 0.33 0.29
TBEP3 0 0.39 0 11 17 9.6 1

1HHCB = Galaxolide 2DEET = N,N-diethyl-meta-toluamide 3TBEP = Tri(2-butoxyethyl)phosphate)

Table 5: Median concentration reductions for selected emerging contaminants at Plants A-D and concentration
reductions at Plant F and Pilots 1 and 2

Compound Plant Pilot
A B C D F Pilot 1 Pilot 2

HHCB1 43 52 40 20 -69 -62 -38
Caffeine 100 100 100 40 62 98 100
Cholesterol 100 100 96 70 Na na Na
DEET2 100 100 100 26 19 76 78
para-Nonylphenol 100 74 98 9 65 69 81
TBEP3 99 98 100 10 47 70 97
Triclosan 94 94 93 40 -42 73 76
1HHCB = Galaxolide 2DEET = N,N-diethyl-meta-toluamide 3TBEP=Tri(2-butoxyethyl)phosphate)

Figure 4: Percentage of compounds reduced in concentration by 95 percent or
more: median percent for A, B, C and D, and percentage for August 2004 sample
at Plant F and Pilots 1 and 2
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Figure 5: Percent difference between influent and effluent concentrations by plant (statistical comparisons only made between Plants A, B, C, and D due to
small number of samples at Plant F and Pilots)

HHCB had the lowest median reduction in concentrations for the
seven compounds considered in this paper, with the three activated
sludge plants having median reductions ranging from 40 to 52 per-
cent (Figure 5). Median reductions for samples collected at Plants A
and B were significantly higher than that at Plant D, which was only
20 percent. HHCB reductions were less than zero for samples
collected from Plant F and the four pilots, suggesting minimal HHCB
reduction at these plants. This was not anticipated as the pilot facili-
ties in particular were operating an activated sludge plant at reason-
ably high SRTs.

Simonich et al. (2002) found a total of 89 percent reduction in
HHCB concentrations in activated sludge plants, and estimated
about 30 percent of reduction from primary treatment. Thus, the
reduction during biological treatment reported by Simonich et al.
(about equal to 60 percent) is similar to that for the activated sludge
Plants A-C evaluated during this study. The reason for the difference
in the overall HHCB reductions observed during this study and that
conducted by Simonich et al. (2002) can be attributed to differences
in how samples were processed after collection. Simonich et al.
(2002) used whole water samples, in conjunction with C18 discs with
a graded pre-filter; concentrations of influent HHCB were around
10 µg /L for activated sludge plant influent. By contrast, influent
concentrations for HHCB were between 1 and 4 µg/L for the plants
sampled during this study, where filtered samples were being
analyzed. Effluent concentrations were similar between the two
studies. The higher influent concentrations, large amount of removal
of HHCB during primary treatment, and use of unfiltered samples in
the Simonich study probably resulted in higher HHCB concentra-

tions than the present study due to a higher amount of particulate
bound HHCB in the former study.

Reduction by Different WWTP Processes
Data on reduction percentages representing different processes

within the wastewater treatment plants indicate that biological treat-
ment processes accounted for the most significant reductions in EC
concentrations. For all compounds, median percent reductions
during the secondary biological treatment processes ranged from
100 percent for samples from Plants A and B to over 80 percent
during the first stage bioreactor for Plant C. Reduction during the
trickling filter biological treatment stage for Plants D ranged from
20 percent to 60 percent. With the exception of one of the samples
from Plant D, the reduction percentages associated with biological
treatment were significantly higher than for the filtration or disinfec-
tion processes for all EC compounds. The median removals observed
through the filtration and disinfection processes were less than
10 percent at all plants, with the exception of Plant D. Most of the
reduction in EC concentrations for Plant C took place during the first
stage bioreactor; some additional reduction occurred during the
nitrification activated sludge process for a few select ECs, but no
significant additional reductions occurred after the second stage
clarification.

The high amount of variability at Plant D may be related to the
biological treatment processes used at this facility. As indicated in
previous sections, the trickling filter process demonstrated lower
overall EC removals when compared to the activated sludge

continued from page 55
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processes. The flow to this particular plant, however, was quite
variable both on a daily and seasonal basis and, as a result, the trick-
ling filter media may not always have been maintained in a wet and
active condition. This most likely contributed to the variability in EC
removals. By contrast, samples from Plant A taken on subsequent
days demonstrated consistent and reliable EC reductions through the
biological treatment stage.

Results from the pilot sampling indicate that increasing the SRT
in the activated sludge process can effect better EC removals. Median
reductions for all detected compounds ranged from slightly less than
50 percent for Plant F which operated with an SRT of under five days,
to over 95 percent for Pilot 1, which operated with an SRT of approx-
imately 10 days (Figure 7, Table 6). Although median percent reduc-
tions were only significantly different between Plant F and Pilot 2,
more than 70 percent of the compounds detected at Pilot 1 were
reduced by more than 70 percent (Figure 7). The increase in percent
reduction and reliability corresponds to an increase in SRT from
Plant F at less than a five-day SRT, to Pilot 1 operating at a 10-day SRT
to Pilot 2, which was operating at between a 20 and 26 days SRT, when
consideration is given to biomass on the Integrated Fixed Film
Activated Sludge (IFAS) media.

Table 6: Percent reductions for selected emerging contaminants at Plant F
and Pilots 1 and 2 for the August 2004 sampling event

Compound Plant F Pilot 1 Pilot 2

HHCB1 -69 -62 --38
Caffeine -62 -98 100
Cholesterol -Na -na -Na
DEET2 -19 -76 -78
para-Nonylphenol -65 -69 -81
TBEP3 -47 -70 -97
Triclosan -42 -73 -76
1HHCB = Galaxolide
2DEET = N,N-diethyl-meta-toluamide
3TBEP = Tri (2-butoxyethyl)phosphate)

Figure 8: Percent reduction in caffeine, 4-nonylphenol and triclosan between the
influent and effluent at Plant F and Pilots 1 and 2

Differences in percent reduction among Plant F, Pilot 1 and
Pilot 2 indicate that biological treatment technologies may vary in
their ability to reduce different compounds. Triclosan and caffeine
showed improved reduction between Plant F and the pilots, reflect-
ing the increased removals associated with increased SRTs in the
activated sludge process (Figure 8). These findings agree with those of
Buerge et al. (2000) who found greater than 99 percent reduction of
caffeine in activated sludge plants operating with a sludge age in
excess of five days, but between 80 and 99 percent reductions by
activated sludge plants with less than five days sludge age.

By contrast, the detergent degradate 4-nonylphenol seemed to be
less affected by the increased SRT demonstrating only slight improve-
ment in removals between Plant F and the pilots. Nevertheless, the
reduction for 4-nonylphenol in Pilot 2 (>20 day SRT) was almost
20 percent higher than that in plant F (<5 day SRT), supporting the
theory that increased SRT may enhance the EC removal capabilities
of the activated sludge process.

The most significant impact of SRT appears to occur as the sludge
age increases from five to 10 days. The incremental improvement in
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Figure 7: Percent difference in all EC concentrations between influent and effluent, for Plant F and Pilots 1 and 2
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removals of all three ECs was less notable once the SRT increased
above 10 days.

Conclusions
Wastewaters appear to contain a wide range of ECs. The study

monitored for 63 different ECs at five full-scale WWTPs. Over 55
different ECs were detected in the wastewaters examined, 44 of these
were detected frequently.

The median cumulative concentrations of EC in the wastewaters
ranged from between 120 µg/L to just over 500 µg/L. The influent
concentrations of the seven indicator EC compounds were very
similar at all the plants evaluated, despite the fact that four of the
plants are located in rural areas or small townships while Plant F is
located in a large metropolitan area.

The WWTPs examined were effective in removing significant
amounts of the ECs using conventional wastewater treatment
processes. The median cumulative WWTP effluent EC concentra-
tions ranged from between 10 µg/L to just over 55 µg/L. Results
indicated that the type of technology operated and the mode of
operation both had an impact on the removal capability of the plants.

Comparison of influent versus effluent EC concentrations showed
that while EC reductions vary, the greatest reductions were observed
at plants that operate the activated sludge process (AS). Over half of
the frequently detected ECs were reduced by 95 percent or more in
samples collected at plants which operated an activated sludge
process. Less than 10 percent of the ECs were reduced by 95 percent
or more at Plant D, which uses a trickling filter treatment process.
This is a promising observation for the wastewater industry.

Furthermore, focused pilot studies indicated that increased
removals of ECs were closely associated with increased SRTs in the
activated sludge process. The most significant impact of SRT
appeared to occur as the sludge age increased above five days. While
removals continued to improve as the SRT increased above 10 days,
the benefits were less marked.

It should be stressed, however, that detection of ECs does not infer
toxicity. Extensive toxicology evaluations are required before the rel-
evance of these findings is determined. This study does provide
critical information to assist in those evaluations. This study has
developed a baseline understanding of the type and concentration of
compounds that are representative of both raw and treated waste-
waters in the United States. Toxicology and other environmental
impact analyses should consider the compound impact of a range of
frequently detected ECs. This study provides guidance on that topic.

Authors are: Patrick J. Phillips with the US Geological Survey, Beverley
Stinson with Metcalf & Eddy, Inc., Stephen D. Zaugg with USGS , Edward
T. Furlong with USGS, Dana W. Kolpin with USGS , Kathleen M. Esposito
with Metcalf & Eddy, Bohdan Bodniewicz with Metcalf & Eddy, Robert
Pape with Metcalf & Eddy, and James Anderson with Metcalf & Eddy.
Mr. Phillips is based out of Troy, NY and may be reached at
pjphilli@usgs.gov.

References
Buerge, I. J, Buser, H. R., Muller, M. D., and Poiger, Thomas, 2003,

Behavior of the Polycyclic musks HHCB and AHTN in Lakes, two
potential anthropogenic markers for domestic wastewater in
surface waters, Environmental Science and Technology, 37: 5636-5644.

Shelton, L. R., 1994, Field guide for collecting and processing stream-
water samples for the National Water Quality Assessment Program,
US Geological Survey Open-File Report, 94-455.

Kolpin, D. W., Furlong, EW. T., Meyer, M. T., Thurman, E. M., Zaugg,
S. D., Barber, L. B., and Buxton, H. T., 2002, Pharmaceuticals,
hormones, and other organic wastewater contaminants in U.S.
Streams, 1999-2000: A national reconnaissance, Environmental
Science and Technology, 36:1202-1211.

Singer, H., Muller, Stephan, Tixier, Celine, and Pillonel, Laruent,
2002, Triclosan: Occurrence and fate of a widely used biocide in the
aquatic environment: Field measurements in wastewater treatment
plants, surface waters, and lake sediments, Environmental Science and
Technology, vol. 2002: 36: 4998-5004.

Simonich, S. L,, Federle, T.W., Echloff, W. S., Torriers, Andre, Webb,
Simon, Sabaliunas, D., and De Wolf, Watze, 2002, Removal of
Fragrance Materials during US and European Wastewater
Treatment, Environmental Science and Technology, 2002, 36: 2839-
2847.

Zaugg, S.D., Smith, S.G., Schroeder, M.P., Barber, L.B., and
Burkhardt, M.R., 2001, Methods of Analysis by the US Geological
Survey National Water Quality Laboratory-Determination of waste-
water compounds by polystyrene-divinylbenzene solid-phase
extraction and capillary-column gas chromatography/mass spec-
trometry: US Geological Survey Water-Resources Investigations
Report, 01-4186, p.37.

Wilde, F.D., ed., April 2004, Cleaning of Equipment for water sam-
pling (ver. 2.0): US Geological Survey Techniques of Water
Resources Investigations, book 9, chap. A3, accessed 5/24/2005 at
http://pubs.water.usgs.gov/twri9A3/

Wilde, F.D., Radtke, D.B., Gibs, Jacob, and Iwatsubo, R.T., eds.,
September 1999, Collection of water samples: US Geological Survey
Techniques of Water-Resources Investigations, book 9, chap. A4,
accessed 5/24/2005 at http://pubs.water.usgs.gov/twri9A4/

Wilde, F.D., Radtke, D.B., Gibs, Jacob, and Iwatsubo, R.T., eds., April
2004, Processing of water samples (version 2.1): US Geological
Survey Techniques of Water-Resources Investigations, book 9, chap.
A5, accessed 5/24/2005 at http://pubs.water.usgs.gov/twri9A5/


